
3.9-5.5:1 Throw Ratio 3-Chip DLP™ Zoom Lens for PT-
RQ50 projector with Lens Memory and Stepping
Motor

ET-D3QT700
3.9-5.5:1 Throw Ratio 3-Chip DLP™ Zoom Lens for PT-RQ50 projector
with Lens Memory and Stepping Motor



ET-D3QT700

https://latam.connect.panasonic.com
/pa/en/products/projectors/et-
d3qt700

Lens type Zoom Lens 
F Value 2.5 
Focal Distance (f) 122.8 mm ~ 172.3 mm 
Throw Ratio 3.89~5.47:1 for PT-RQ50K (Aspect 17:9) 

 
4.61~6.49:1 for PT-RQ50K (Aspect 16:10) 
 
4.14~5.83:1 for PT-RQ50K (Aspect 16:9) 
 
5.54~7.80:1 for PT-RQ50K (Aspect 4:3) 

Weight 7.3 kg (16.1 lbs) 
Applicable Projectors PT-RQ50K 
Dimensions (W x H x D) 187 mm × 192 mm × 442 mm (7-23/64 × 7-9/16 × 17-13/32 inches) 

 

https://latam.connect.panasonic.com/pa/en/products/projectors/et-d3qt700

